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Addendum for Tankshi ps and Barges 5,000 GI or More without Double Hulls

Thi s checklist should be used to verify conpliance with 33 CFR 157 subpart G on tankshi ps
and tank barges that are 5,000 GI' or nmore and are not fitted with a double hull. Both
foreign and U.S. flag vessels nust conply with these requirements until they are no | onger
allowed to operate on U.S. waters due to the Gl Pollution Act of 1990. Separate lists are
provi ded bel ow for tankshi ps and tank bar ges.

Tankshi ps 5,000 GI' or nore that are not fitted with Double Hulls

| . Witten Quidance:

A Beginning February 1, 1997: Bridge Resource Managenent Policy and Procedures
(33 COFR 157.415; STCW Section B)

Witten conpany policy and procedure
to masters and officers that specifies:
Nurmber of qualified individuals on watch

for effective perfornmance of duties.
Appropriate qualifications of watch nenbers.
Watch nenbers fit for duty.

Wat ch nenbers not inpaired by fatigue.
Limtations in qualifications or fitness of

i ndi vi dual s accounted for in decision-naking.
d ear and unanbi guous assi gnment of duties

and establ i shrent that individual understands
responsibilities.

Oearly prioritized tasks and ability to

alter tasks as necessary.

Assi gnnent and reassi gnnent of watch nenbers
to nost effective perfornance |ocation.

Condi tions warranting task reassignnent.

I nst runent s/ equi pnent necessary to effectively
performtasks, and actions to be taken if such
i nstrument s/ equi pnrent are not avail able or
functioning properly.

Exanpl es of clear, inmediate, reliable, and

rel evant communi cati on.

Actions to suppress, renove, and avoid
nonessential activity on bridge.

Col I ection, processing, & interpretation of

all essential infornation nade conveniently
avai l able to other watch nenbers and the pilot.
Need to ensure that nonessential materials are
not placed on the bridge.

Response to changes in circunstance.

Masters and officers are famliar
wi th this guidance.

Y

a NOTE: Thefact that some or all deck officers. may have STCW endorsements for bridge resource management
training does not prove compliance with the regulations. Section B is an optional part of the STCW Convention anc
therefore, will not be uniformly applied by all flag State administrations.

B. Beginning February 1, 1997: \Vessel Specific VWatch Policy and Procedures
(33 OFR 157.420; STCW Section A-1/14, part 2)

Witten conpany policy and procedures

to nmasters concerni ng new enpl oyees that:
Describes the amount of time that is reasonable

and appropriate for new crew to becone

acquai nted with:
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Speci fic equi pnent they will be using.
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(Witten Qui dance Continued): Vessel Specific Watch Policy and Procedures

Vessel specific watchkeeping, safety,
envi ronmental protection, and emergency
procedures and arrangenents needed to
performtheir duties properly.
Desi gnati on of crew nenber to be responsibl e
for ensuring that each new enpl oyee has the
opportunity to receive essential information
in a language the individual understands.

a NOTE: Because compliance with this measure depends on company-generated guidance and not on an individual’s
certification, STCW endorsements or certificates do not satisfy the requirements of this section.

I1. Navigation Infornation

A Beginning Novenmber 27, 1996: Maneuvering and Vessel Status Information
(33 CFR 157.450; | MD Resol ution A 601(15))

Maneuvering i nformati on neets fornmat
requi rements of I MD Resol ution A 601(15)
and is conplete - including engine and
squat characteristics.

Pilot Card conpleted by master prior
to port entry or getting underway and
reviewed with pilot.

B. Beginning Novenber 27, 1996: M ni num Under-Keel d earance
(33 COFR 157. 455)

Does the tankship have a doubl e
bottomover its entire cargo deck?

If YES - this section is not applicable
If NO then the follow ng nust be done:

Log entry by master prior to port
entry or getting underway shows:

The antici pated navigational draft;

The controlling depth, including the facility
or anchorage; and

The anti ci pated under-keel clearance the
nmaster estimated for the transit.

Master conferred with the pilot on the

| ocal port conditions and anti ci pated
under - keel clearance during transit.

**The vessel master nust provide either:

A log entry showi ng the master contacted
t he tankshi p conpany to di scuss under -
keel clearance prior to entry or getting
under way.

Conpany gui dance to the master is on
board and i ncl udes:

Gui dance on what shoul d be used to judge
appropriate clearance for the port; i.e., a
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1 meter clearance is required for Port X, or a
clause requiring the master to use the

pil ots recommended cl earance & nothing |ess



(Navi gation Information Continued) M ni num Under-Keel C earance

Gui dance on what action(s) the nmaster should
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take if the pilot provides information that
makes the under-keel clearance |ess than

what the company says it shoul d be.

** The italicized portion of this guidance relates to 33 CFR 157. 455, paragraphs (a)(5)
and (a)(6). The effective date of this section has been delayed until further

noti ce.

C Beginning July 29, 1997: Maneuvering Performance Capability

(33 OFR 157.445; | MD Resol ution A 751(18))

Tankshi p owners or operators must prove maneuvering tests have been conpleted in
accordance with I MD Resol ution A 751(18), section 1.2, 2.3-2.4, 3-4.2, and 5. Test

conpl etion should be verified by one of the foll ow ng:

For a foreign flag tankship --

aletter fromthe flag adm nistration

-OR
froma classification society stating

that the requirenents have been net.
-OR-

For a U S flag tankship -- test

results fromthe vessel owner confirmng
the conpletion of the tests or a

letter froma classification society.

Per formance test results promnently
di spl ayed i n the wheel house.

The Master discussed the results of the

performance tests with the pilot prior
to entering port or getting underway.

[11. Hull and Equi prent Surveys

A Begi nni ng Novenber 27, 1996: Vital Systens Surveys

(33 CFR 157. 435)

Surveys of the followi ng systens are conducted by qualified personnel and |ogged in

the vessel s deck I og or other onboard docunentation

Cargo Systenms. Survey nust include itens

such as the foll owing and be done prior
to cargo transfer operations:

Al external doors, ports, and simlar openings
which lead directly fromthe tank deck to the

accommodat i on and machi nery spaces are cl osed.
Particular attention paid to setting of p/v

val ves and the venting system
Punpr oom strai ner covers, inspection plates, &

drain plugs are properly positioned and secure.
Fl ange connections have all bolts used and

tightened with no inprovised arrangenments using
‘G clanps or simlar devices.

Vi sual exanination of all hoses before use.
Hoses are properly supported by bridles and

saddl es and protected fromhot surfaces.
Weat her conditions such as wind and el ectri cal

storns checked with termnal.
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Sea & overboard di scharge val ves securely cl osed
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(Hul'l and Equi prrent Surveys Cont i nued) Vital Systens Surveys

Revi ew of responsible vessel officers and senior
ternminal representatives on duty during transfer
Coor di nation of comuni cati ons between tern na

and shi p.

Al valves that are passing cargo are fully open
Ermer gency shut down plan is coordinated with

shore facility.

Plan to monitor void & ballast spaces verified
Plan for failure of 1GS systemreviewed, if fitted.

Mooring systens. Survey includes

vi sual exam nation of emergency towine,
anchor rel easi ng nechani sm and noori ng
lines prior to entering port or place of
destination, weather permtting, or prior
to getting underway.

Surveys conducted by conpany nmanagenent,
desi gnated individuals, or vessel officers
know edgeabl e about the equi pnent.

I ndi vi dual conducting the surveys has
the authority and capability to initiate
corrective action.

B. Begi nni ng Novenber 27, 1996: Autopilot Al armor Indicator
(33 CFR 157. 440)

Helmfitted with alarmfor the autopil ot
if the autopilot does not turn off or
al l ow override control when the helmis
manual | y moved nore than 5 degrees.

Alarmis both visually and audibly
distinct fromother bridge al arns.

If the steering systemis not equi pped

with an autopilot override or an alarm
the vessel nust have a letter allow ng
an OCM - approved equi val ent neasure.

C. Beginning at the vessel’s next schedul ed drydock examni nation occurring on or after
Novenber 27, 1997: Enhanced Survey Requirenents (33 CFR 157.430; | MD Resol ution
A 744.18)

Docurent ati on of enhanced survey
results available on board i n accordance
with Section 6, Annex B of the Resol ution
reports of structural surveys (annex 8)
condition eval uation report (annex 9)
t hi ckness neasurenent reports (annex 10)
survey pl anni ng docurent according to
principles in annex 6, where provided

-OR
Have an equivalency letter fromG MXC
for an enhanced survey programwth
docunentation simlar to above.

-OR-
For tankships < 20,000 dw carrying
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crude oil, tankships < 30,000 dwt

carrying product, inplenent a program
t hat :
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(Hul'l and Equi prrent Surveys Cont i nued) Enhanced Survey Requirenents

I ncl udes oversight by the Coast Quard,
the vessel’s flag adninistration, an
aut hori zed cl assification society, or
a licensed professional engineer.

Has the frequency of survey which is no
| ess than inspections required by

46 CFR subpart 31.10.

Has survey scope and record- keepi ng
requirements conparable to the | MD
standards nentioned above. AND

I ncl udes keepi ng a copy of the nost
recent survey on board the vessel or,
upon Coast Quard request, making the
survey avail able for exam nation

wi thin 24 hours.

NOTE: Because many classification societies require enhanced surveys as a condition of class, these documents will norr
be issued by the vessel’ s classification society.

V. Equi prent Requirenents

Energency Lightering Requirements for Tank Vessel s (33 CFR 157. 410)

Section 157.410(c) is revised as foll ows:

Reducers, bolts, and gaskets nust neet the requirements of 46 CFR subpart 56. 25.
Cast iron and mall eable iron nust not be used



Tank Barges 5,000 GI or

nore carrying Ol

Witten Qi dance :

A Beginning February 1, 1997:
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Bri dge Resource Managenent Policy and Procedures

(33 CFR 157.415; STCW Section B)

Bar ge owner or operator has given
witten conpany policy and procedure to

the tow ng vessel operator prior to
taki ng the tow, specifying:

Nurmber of qualified individuals on watch

for effective perfornmance of duties.
Appropriate qualifications of watch nenbers.
Watch nenbers fit for duty.

Wat ch nenbers not inpaired by fatigue.
Limtations in qualifications or fitness of

i ndi vi dual s accounted for in decision-naking.
d ear and unanbi guous assi gnment of duties

and establ i shrent that individual understands
responsibilities.

Oearly prioritized tasks and ability to

alter tasks as necessary.

Assi gnnent and reassi gnnent of watch nenbers
to nost effective perfornance |ocation.

Condi tions warranting task reassignnent.

I nst runent s/ equi pnent necessary to effectively
performtasks, and actions to be taken if such
i nstrument s/ equi pnrent are not avail able or
functioning properly.

Exanpl es of clear, inmediate, reliable, and
rel evant communi cati on.

Actions to suppress, renove, and avoid
nonessential activity on bridge.

Col I ection, processing, & interpretation of

all essential infornation nade conveniently
avai l able to other watch nenbers and the pilot.
Need to ensure that nonessential materials are
not placed on the bridge.

Response to changes in circunstance.

Towi ng vessel operators are famliar

B.

wi th this guidance.

Begi nning February 1, 1997: Vessel Specific Watch Policy and Procedures

Bar ge owner or operator has given

witten conpany policy and procedures
to the tow ng vessel operator and

(33 CFR 157.420; STCW Section A-1/14, part 2)

ot her operator concerni ng new enpl oyees

that includes the follow ng:
Al ocation of reasonable and appropriate
time period to becone acquainted with:

. Speci fic equi pnent will be using.
Vessel specific watchkeeping, safety,
envi ronmental protection, and
energency procedures and arrangenents
needed to performduties properly.

Desi gnation of crew nenber to be responsibl e
for ensuring that each new enpl oyee has the
opportunity to receive essential information
in a language the individual understands.

10
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(Witten Quidance Continued): Vessel Specific Watch Policy and Procedures

a NOTE: Because compliance with this measure depends on company-generated guidance and not on an individual’s
certification, STCW endorsements or certificates do not satisfy the requirements of this section.

I1. Navigation Infornation

Begi nni ng Novenber 27, 1996: M ni mumunder-keel clearance (33 CFR 157.455)

Does the tank barge have a doubl e
bottomover its entire cargo deck?

If YES - this section is not applicable
If NO then the follow ng nust be done:

Bar ge owner or operator nust provide
the tow ng vessel operator conpany
gui dance that includes:

Qui dance on what shoul d be used to

judge appropriate clearance for the port, i.e.,
a 1 neter clearance required for Port X or a
clause that the operator should use the pilot’'s
recommended cl earance & nothing | ess.

Qui dance on what action(s) the operator shoul d
take if the port provides information that nakes
the under-keel clearance | ess than what the
conpany says it shoul d be.

[11. Hiull and Equi prent Surveys

A Beginning November 27, 1996: Vital Systens Surveys
(33 COFR 157. 435)

Surveys of the followi ng systens are conducted by qualified personnel and |ogged in
the vessel s deck I og or other onboard docunentation

Cargo Systenms. Survey nust be conducted
prior to cargo transfer operations should
address itens such as the follow ng:
Al external doors, ports, and simlar openings
which lead directly fromthe tank deck to the
accommodat i on and nmachi nery spaces are cl osed.
Particular attention paid to setting of p/v

val ves and the venting system

Fl ange connections have all bolts used and
tightened with no inprovised arrangenents

using ‘G clanps or simlar devices.

Vi sual exam nation of all hoses before use.

Hoses are properly supported by bridles and

saddl es and protected fromhot surfaces.

Weat her conditions such as wind and el ectri cal
storms checked with termnal.

Revi ew of responsible vessel officers and senior
termnal representatives on duty during transfer.
Coor di nation of comuni cations between terninal

& bar ge.

Al valves that are passing cargo are fully open

11
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(Hul'l and Equi pnent Surveys Conti nued) Vital Systens Surveys

Erer gency shut down plan is coordinated with
shore facility.
Plan to monitor void spaces is verified.

Mooring systens. Survey incl udes
vi sual exam nation of emergency towine,
anchor rel easi ng nechani sm and noori ng

lines prior to entering port or place of
destination, weather permtting, or prior
to getting underway.

Surveys conducted by conpany nmanagenent,

or designated individuals, know edgeabl e
about the equi pnent & with the authority/
capability to initiate corrective action.

B. Beginning at the vessel’s next schedul ed drydock exami nation occurring on or after
Novenber 27, 1997: Enhanced Survey Requirenents (33 CFR 157.430; | MD Resol ution
A 744.18)

Tank barge owners and operators
nmust i nplement a programthat starts at
the barge’s next regul arly schedul ed
drydock and:
I ncl udes oversight by the Coast Quard,
the vessel’s flag adninistration, an
aut hori zed classification society, or a
l'i censed prof essional engineer.
Has the frequency of survey which is no
I ess than inspections required by
46 CFR subpart 31.10.
Has survey scope and recordkeepi ng
requirements conparable to the | MD
standards nentioned above. AND
I ncl udes keepi ng a copy of the nost
recent survey on board the vessel or,
upon Coast Quard request, making the
survey avail able for exam nation
wi thin 24 hours.

V. Equi prent Requirenents

A Beginning Novenber 27, 1996: Autopilot Indicator
(33 CFR 157. 440)

Helmfit with indicator for the aut opi | ot
if the autopilot does not turn off or

al l ow rudder control when the helmis
manual | y moved nore than 5 degrees.

The indi cator shoul d be cl ear and
the operator nust be famliar with it.

B. Begi nning Novenber 27, 1996: Fendering System
(33 CFR 157.460( b))

Al towi ng vessels hired to tow or
maneuver barge have sufficient fendering
systens so that netal to metal contact is
prevent ed.

12



Enclosure (1) to NVIC

(Equi prrent  Requi rerrent s Cont i hued)

C.  Beginning Novenber 27, 1997: Emergency Steering Capability
(33 OFR 157.460(a))

Towi ng vessel hired to tow barge has

two steering gear power sources and
separate steering controls. There nust

al so be a means to switch between the
steering gear systens fromthe bridge

-OR-
Towi ng vessel hired to tow barge

has twi n screw propul sion with
separate control systens for each

propel | er.

D. Emergency Lightering Requirenments for Tank Vessel s (33 CFR 157. 410)

Section 157.410(c) is revised as foll ows:

Reducers, bolts, and gaskets nust neet the requirements of 46 CFR subpart 56. 25.
Cast iron and mall eable iron nust not be used
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